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Endereço

Marabu GmbH & Co. KG
Asperger Straße 4
71732 Tamm

PRODUTOS / MÁQUINAS
Mara® Tech MGO (pad & screen)
MaraTech MGO is a onecomponent and at the same time highly resistant ink for glass materials and metals. It can be processed in screen and pad
printing.
Advantages
Cost-efficient: One-component baking ink for glass and metal
Economical stocking: Designed for screen and pad printing
Meets highest demands on adhesion, chemical and dishwasher resistance
Suitable for sensitive applications such as baby bottles

Ultra Glass UVGL (screen)
Substrates
Coated substrates
Anodised aluminium
Metals
Glass & ceramics
The UV-curable, 2-component UltraGlass UVGL requires no additional post baking while guaranteeing highest resistances. This reduces energy and
investment costs and provides efficient production through high production speeds.

Advantages
Efficient production as no oven baking necessary
Enormous energy, time, and space saving
Excellent dishwasher and further resistances
Formulation without critical heavy metals like lead, or cadmium

Mara® Shield UV-CGL (liquid coatings)
UV-curable ink for full-area roller coating onto flat glass.
2-component coating
Very good adhesion to glass
Very high chemical and mechanical resistance
High opacit

Mara® Glass MGL (screen)
Substrates
Glass & Ceramics
Anodised aluminium
Coated substrates
Metals
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MaraGlass MGL is a solvent-based, two-component screen printing ink for indoor decoration prints onto glass, metal, ceramics, chromeplated, and
coated surfaces. If a high chemical or water resistance is required the printed ink film must be tempered for 30 min at 140°C.

Advantages
Highly pigmented opaque shades as well as additional colour pastes for mixing possibilities and opacity as required
High chemical, filler, and dishwasher resistance
Silicone-free and suited for laminating
MGL standard shades are free of aromatic compounds and comply with IKEA Standard MAT-0066

Tampa® Glass TPGL (pad)
Substrates
Glass & Ceramics
Metals
Coated substrates
Thermosetting plastics
Anodised aluminium
Chrome-plated parts
Glossy, fast drying 2-component pad printing ink for glass and many other substrates. TampaGlass TPGL impresses with excellent appearance, is
easy to use and universally applicable thanks to very good adhesion and high resistances.

Advantages
Outstanding ink flow, easy processing
Very high mechanical, chemical, fill goods, and dishwasher resistance
Highest efficiency thanks to fast printing speeds
Wide substrate range

Company Profile of Marabu GmbH & Co. KG
A service of glassglobal.com, an affiliate of glassglobal group.
O material impresso endereço que você é autor e pertence à empresa ou ao seu terceiro Marketing Agency, e todos os direitos
reservados. Qualquer usuário que acessa esse material poderá fazê-lo apenas para seu próprio uso pessoal, bem como a utilização
desse material é de risco exclusivo do Utilizador. A redistribuição ou exploração comercial de material, tais endereço é expressamente
proibida. Sempre que tal material endereço é fornecido por um terceiro, cada utilizador concorda em observar e estar vinculado aos
termos específicos de utilização aplicáveis a material notícia. Glass Global não representa nem endossa a precisão ou confiabilidade de
qualquer informação contida em qualquer endereço ou sites externos referidos no presente impresso. www.glassglobal.com - O Portal
Internacional para a Indústria do Vidro - Ogis GmbH
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